
  

Product Information ORUN-044

Coolant Type D

Description

This coolant may be used all the year round in the cooling systems of gasoline and
diesel engines. This coolant is ready for use and protects against freezing down to -45

A "long life" OAT (Organic Additives Technology) automotive coolant based on
monoethyleneglycol and demineralized water with addition of additives to obtain the
following properties: 
- a perfect protection of all types of metals that are used in engines and cooling
systems
- a neutral behaviour towards seals, gaskets and hoses
- a very good resistance against formation of foam
- nitrite, amine, phosphate and silicate free
- colored amaranth

Application

°C.

Specifications Performance level:
GB 29743-2023
ASTM D3306
NB/SH/T 0521-2020

Typicals Density at 15 °C, kg/l
Crystallizationpoint, °C
Boiling Point°C
pH Value

1,085
-48.3°C
138°C
8.7

01/08/2024 The data mentioned in this product information sheet are meant to enable the reader to orient himself about the properties and possible applications of our
products. Although this overview is composed with all possible carefulness on the stated date, the composer does not accept any liability for damages caused
by incompleteness and/or inaccuracies in this information, especially when these are caused by obvious typing errors. The terms of delivery of the supplier apply
to all product supplies. The reader is advised, specially for critical applications, to make the final product-choice in consultation with the supplier. Due to
continual product research and development, the information contained herein is subject to changes without notification.
You can download a recent material safety data sheet of this product on our website..
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